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The Safe-T-Cover TM line of enclosures manufactured by Hydrocowl, Inc. has over 50 
Standard size insulated, aluminum enclosures. We also offer Fiberglass insulated covers. 
Ali of our Standard backflow prevention assembly enclosures are ASSE 1060 approved. 
Each enclosure was built with a specific backflow prevention assembly type in mind 
from all leading backflow manufacturers such as Ames, Conbraco (Apollo), Febco, 
Watts and Wilkins (Zurn). 

Our slab mounted, solid aluminum HCH heaters are independently certified to operate 
in "wet/damp" locations as required by ASSE Standard 1060. Our heaters are sized to 
keep the inside of the enclosure hot enough to avoid freezing when the outside 
temperature is minus 30 degrees F. 
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Assembly Instructions 




Browse our photo illustrated installation guide, and see for 
yourself how easy it is to instali a Safe-T-Cover Protective 
Enclosure. To see this step-by-step procedure, simply click on 
one of the thumbnail images and you will be able to cycle 
through all the steps from there. 



The American Society of Sanitary Engineering (ASSE) was founded in 1906 as a body of plumbing 
inspectors and sanitary engineers to educate the plumbing industry and the public of the health 
and safety impact of proper plumbing. With the guiding principle of "Prevention Rather Than 
Cure", ASSE has taken a leading role in development of design and performance standards for 
numerous plumbing components. ASSE has also published numerous books and technical 
papers for such technical topics as Plumbing Inspection, Energy and Water Conservation, 
Plumbing Codes, and Institutional and Industrial Plumbing. 

In November 1996, ASSE published Standard #1060, Performance Requirements for Outdoor 
Enclosures for Backflow Prevention Assemblies, The ASSE 1060 Standard includes performance 
requirements for adequate protection of above-ground water systems to prevent freezing, avoid 
submergence, prevent vandalism, provide easy access for testing and maintenance, and provide 
safe and durable construction and materials. 

Safe-T-Cover enclosures designed for water systems 3/4" through Parallel 10" were certified to 
ASSE Standard #1060 in April, 1998. 

Water purveyors and engineers rely on the technical standards and specifications created by 
organizations such as ASSE, AWWA, ASME, and USC-FHRCCC by selecting products for use within 
their water systems or on construction projects certified to these performance standards. 



ASSE 2010 



ln the spring of 2010 ASSE clarified their ASSE Standard 1060, 2006 edition, to require all heaters 
to be independently certified for use in damp/wet locations. 

See ASSE's attached May 5, 2010 letter. This means that all enclosures with the Class 1 approval 
(heated enclosure with freeze protection to minus 30 degrees F) need to be certified for use in 
damp/wet locations. 

Furthermore, the damp/wet certified heater must also be the same heater the enclosure 
manufacturer lab tested for the manufacturer's ASSE Standard 1060 Class 1 freeze protection 
certification. 

For Safe-T-Cover our ASSE Standard 1060 Class 1 approved heaters are our heat cable for our lift 
off style enclosures (1" & 2" backflows) and our HCH series slab heaters for our panel design 
models (3" - 10" backflows) . 



Any other heater will not meet the rigid ASSE 1060 Standard for Class 1 approval. 



Assembly Photo Guide 




For more information please 

visit 

http ://w ww.safe-t-cover.com 



